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Components identification

PARTS IDENTIFICATION
(Massage Iounger:]

® Attaches to the chair cover

Back cushion -« -==--- W".h_ zipper.
® Attaches to the chair with zipper.
® Remove if the massage feels weak. -, . Massage heads
P : " (Undemeath chair
Reclining lever|«-+-- ..

cushion)
® For reclining the chair.

ND)

: Controller storage pocket
7 (Controller can be stored in the
¢ controller pocket (left side).)

® With leg massager
({Leg massager can be used
using the leg massager
extender lever.)

TURNING ON THE POWER

First read and familiarize yourself with the safety precautions.
* Plug the power cord into the inlet located at rear of chair.
Be careful not to pinch the cord under the leg frames of the chair or any other items.

Power switch.

.+ Power switch

L
838
Operating lock switch —1 ()

NOTE:

® The operating lock
swilch prevents the
unit from being

turned “on” when
switch is in the "lock”
position.

Power plug 9 a

. .
1. Using a flat screwdriver or similar object, insert
into the lock switch and turn to “open”.
2. Move the power switch to “on”.
& When the operating lock switch is pointing toward “lock”,
the power switch cannot be moved to the “on”

position. |

After each use.
® Be sure to turn the power switch to “off”.
® To prevent children from using this unit, safety
lock the power switch by moving the operating
lock switch to the “lock” position.
® As a further caution, unplug the power cord from O

the outlet after each use.
off
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